
Hewlett-Packard Cable Optical LFF to HP ProLiant

Description
With the HPE InfiniBand offering, unified fabric, database, and high-performance solutions can be created on a variety
of HPE platforms including 2-way to 4-way ProLiant DL and ML servers. Supported options on ProLiant DL and ML
include 4x InfiniBand (10 Gbps) dual-port PCI-X and PCI Express host channel adapters, a 24-port 4x InfiniBand
intelligent switch, and a variety of InfiniBand cables. A comprehensive suite of management tools are provided
including a subnet manager embedded in the switch, full featured web and command line interfaces, and Java-based
Fabric Manager.

Specification

Product
Description

HPE SATA cable - 78 cm

Type SATA cable

Length 78 cm

Designed
For

Nimble Storage dHCI Medium Solution with HPE ProLiant DL360 Gen10, Small Solution with HPE
ProLiant DL360 Gen10; ProLiant DL360 Gen10, DL360 Gen9

 Next possible delivery date: May 11, 2024

CHF 24.00 

CHF 22.20 excl.

Cable Optical LFF to HP ProLiant DL360 G9

Manufacturer Hewlett-Packard
EAN 888182875933
Manufacturer# 766203-B21

https://www.darestshop.ch/en/manufacturers/hewlett-packard


Techn. Details

Storage
Cable
Type

SATA cable

Length 78 cm

Designed
For

HPE Nimble Storage dHCI Medium Solution with HPE ProLiant DL360 Gen10 (3.5"), Small Solution
with HPE ProLiant DL360 Gen10 (3.5") ¦ HPE ProLiant DL360 Gen10 (3.5"), DL360 Gen10 All Flash
Server for Weka (3.5"), DL360 Gen10 Base (3.5"), DL360 Gen10 Compute Server for Cohesity
DataPlatform (3.5"), DL360 Gen10 Entry (3.5"), DL360 Gen10 High Performance (3.5"), DL360 Gen10
Low (3.5"), DL360 Gen10 Network Choice (3.5"), DL360 Gen10 Performance (3.5"), DL360 Gen10
Performance for Cohesity DataPlatform (3.5"), DL360 Gen10 SMB (3.5"), DL360 Gen10 SMB Network
Choice (3.5"), DL360 Gen10 Solution (3.5"), DL360 Gen9 (3.5"), DL360 Gen9 Base (3.5"), DL360
Gen9 Entry (3.5"), DL360 Gen9 High Performance (3.5"), DL360 Gen9 Performance (3.5")
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